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Cortese attenzione di installatori e/o manutentori:

Decreto del Ministro delle poste e delle telecomuni  cazioni 23 maggio 1992, n. 314: "ALLEGATO 13"

DISCIPLINA RELATIVA AL RILASCIO ALLE IMPRESE DELLE AUTORIZZAZIONI PER L'INSTALLAZIONE, IL
COLLAUDO, L'ALLACCIAMENTO E LA MANUTENZIONE DELLE A PPARECCHIATURE TERMINALI
primo, secondo e terzo grado

Per ottenere l'autorizzazione, l'impresa interessat a deve dimostrare di possedere, all'atto della pres  entazione
della domanda i seguenti strumenti (in funzione del grado di certificazione richiesto) oltre ai requis iti di idoneita
previsti dal decreto

dotazione individuale di strumentazione di base per ogni unita' addetta all'esecuzione dei lavori:
(la strumentazione deve essere conforme alle specif  iche tecniche dichiarate dal costruttore)

misuratore di terra

multimetro digitale da laboratorio

oscilloscopio 50 MHz

impulsografo

analizzatore di spettro

analizzatore di protocollo per reti locali

reflettometro per reti locali

personal computer portatile con schede di accesso p er reti locali

MISURATORE DI TERRA

STRUMENTO MULTIFUNZIONI PER LA VERIFICA DEGLI IMPIANTI tip 0 6011A

Misura della resistenza di terra (LOOP).

Misura della resistenza di terra, per sistemi Tifetthmente in una normale presa di corrente (besai picchetti) senza
provocare l'intervento degli interruttori differealtz con Idn 30 mA.

Portate: 0 - 20 , 0 + 200 , 0 + 2000 . Precisione: £3% rdg +4 dgt (20/2000, +3% rdg +8 dgt (200 ).

Tensione di funzionamento tra fase e terra: daMLl&@®50 V c.a. 50Hz.

Prova interruttori differenziali di tipo generatglettivo e di tipo A.

Correnti di prova: 10/30/100/300/500/1000 mA.

Durata correnti di prova: 2000 ms (200 ms 1 A, 50x%).

Moltiplicatori delle correnti di prova: x¥2 / x1 Bx(max 1 A).

Tensione nominale di funzionamento: da 100 V a\250a. 50Hz.

Precisione: correnti di prova +10% + -0%; tempatirvento £1% rdg £3 dgt.
Prova di continuita dei conduttori di protezioneegglipotenziali.

Portate automatiche: 0 + 20/200/2000

Precisione: +£1,5% rdg +3 dgt.

Corrente di prova maggiore di 200 mA segnalataw#satore acustico.
Misura della resistenza d'isolamento con 250/50 1.

Portate automatiche: 0 + 20/200 M

Precisione: +£1,5% rdg +3 dgt.

Corrente di prova >1 mA c.c.

Misura della corrente di guasto e di corto circuito

Portate: 0 + 200 A, 0 + 2000 A, 0 + 20 KA.

Precisione: derivata dalla funzione LOOP.

Misura della tensione di contatto: 0 + 100 V.

Conforme alle Norme CEIl EN 61010-1 CAT IIl 300VI®GDOV e CEI EN 61557 come richiesto dalla Normd 6&8 (5 ed.).
Dimensioni: 183 x 130 x 100 mm.

Peso: 1100 g circa (con batterie).

Accessori in dotazione: cavo di misura con spinada esterna per misure su masse, puntali peremiiaolamento e continuita,
custodia per accessori, batterie, cinghia a tracwtruzioni.
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MISURATORE DIGITALE RESIST

ENZA DI TERRA tipo ST-152 0

A norme IEC 1010, lo strumento misura la resistenza e tensione di terra, in conformita alle vigenti normative di
sicurezza. Permette la lettura digitale dei valori sul display LCD 3.5 cifre. Un apposito Led rosso indica il corretto

collocamento dei puntali

Metodo di misurazione: resistenza di terra tramite costante inversa

Indicazione di batteria scarica e funzione di autospegnimento

Ritenuta dei dati
Indicazione dei fuorigamma

Completo di custodia antiurto, picchetti e puntali (rosso, verde, giallo)
Tensioni di terra: da 0 a 200 AC, 40 ~ 500 Hz Precisione: = (1% rdg + 2 dgt)
Resistenza di terra: da 0 a 20 Ohm risoluzione 0.01 Ohm / da 0 a 200 Ohm

risoluzione 0.1 Ohm /

da 0 a 2000 Ohm riso
range:x (1%rdg+2 dgt)
Alimentazione: mediante 6 pile da 1.5 V

luzione 1 Ohm Precisioneper ogni

Dimesioni: 163 x 100 x 50 mm / Peso: 800 gr (con pile incluse)

MULTIMETRO DIGITALE DA LABORATORIO

Completo di interfaccia RS232, software di gestione e cavo di collegamento a PC, puntali, maniglia, cavo di

alimentazione e manuale d’'uso
- Misure in true RMS

Ampio display LCD retroilluminato 4000 punti e bargraph 42 segmenti.

) P

Autoranging e selezione manuale AR i s e H
Memorizzazione dei valori di min e max, funzione di Hold, - ——
Autospegnimento o |,
Prova continuita e prova diodi e | 6‘; @@
Protezione contro transienti di tensione fino a 6KV >
Alimentazione da rete 90 — 264V o batterie ( 6 pile 1,5V tipo AA)
Dimensioni: 238x230x83 (Ixpxh) Peso: 1,3Kg
FUNZIONE RANGE PRECISIONE
Tensione cc 400mV + (0,3% + 2 digits)
( risoluzione 0,1mV) 4, 40, 400, 100V * (0,1% + 2 digits)
Tensione ac 4, 40, 400, 750V
(risoluzione 1mV) 50 - 60 HZ * (0,5% + 5 digits)
40Hz ~ 1KHz * (1% + 5 digits)
Corrente cc 4, 40, 400 mA, * (0,4% + 2 digits)
(risoluzione 1A / 4mA) 10 A (20 A per 30 secondi) * (0,8% + 4 digits)

Corrente ac 40Hz ~1KHz
(risoluzione 1A / 4mA)

4, 40, 400mA, 10 A ( 20 A per
30 secondi)

* (1% + 5 digits)

Resistenze 400W * (0,4% + 4 digits)

(risoluzione 0,1 W) 4, 40, 400 KW * (0,4% + 2 digits)
4 MW * (0,6% + 3 digits)
40 MW * (1,5% + 5 digits)

Prova Diodi

Test current 0.6mA

Tensione a circuito aperto 3.0 V max

Protezione di ingresso 600V rms

Capacitda  (risoluzione 1pF nei 4 nF ranges) |4, 40, 400nF, 4, 40 nF

Temperatura (risoluzione 1C) Fino a 750C

Frequenza
(risoluzione 0,01 Hz nei 100Hz di range)

100Hz, 1, 10, 100KHz, 1MHz
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OSCILLOSCOPIO ANALOGICO 50 MHz

GOS-6051/GOS-6050 (50MHz)

‘ FEATURES

* 2Channels, 4Traces: DC~50MHz Bandwidth (GOS-6051/6050})
DC ~ 30MHz Bandwidth {(GOS-6031/6030)

*imVidiv ~ 20Vidiv

* CRT Readout

* Cursor Measurement, 6 Digit Frequency Counter, 10sets Memory
for Front Panel Setting Save & Recall (GOS-6051/6031)

* ALT MAG Function {x 5, x 10, x 20)

* Vertical Mode Triggering

* TV Synchronization

* CH1 Signal Output, Z- axis Input

* Buzzer Alarm & LED Indicators

* Compact size(27 5Wx130Hx370Dmm)and Front
Panel Layout Groups for easy to use.

€

GO0S-6031/GOS-6030 (30MH2z)

Phase Difference

CRT Type B-inch rectangular type with internal graticule; 0%, 10%, 90%, 100% markers. 8x10 div(1div=1cm)
Accelerating Potential GOS-8051/6050:approx. 10kV; GOS-6031/6030 : approx. 2kV
Hlumination Provided (GOS-6051/8031)
Trace Rotation Provided 2 3
Z-axis Input Sensitivity : at least 5V ; Pdlarity : positive going input decrease mtensikx
Usable frequency range : DC to 2MHz ; Max. input voltage : 30V (DC + AC peak) at 1kHz or less
Input Impedance : GOS-6051/8080: apprax 33k (7 | GOS-6031/6030 : approx. 47k}
VERTICAL Sensitivity and Accuracy 1mV ~ 2mVidiv & 5%, 5mV ~ 20V/div £ 3%, 14 calibrated steps in 1-2-5 sequence
SYSTEM Vernier Vertical Sensitivity Continuously variable to 1/2.5 or less of panel indicate value
Bandwidth {«3dB) and Bandwidth {-3dB) Rise Time
Rise Time 4 SmV ~ 20Vidiv DT ~ 50MH2 Approx. 7nS
GOS-6051/8050 1 1V~ omvidiv DC = 7MHz mm. sonS
4K SmV ~ 20Vidiv_: DC ~ 30MHz rox. 11.7n
GOS-6031/6030 [ mv=amvidiv DC = 7MFz Approx. SORS
Maximum Input Voltage 400V (DT + AC peak) at 1kHz orless
input Coupling AC.DC, GND
input Impedance 1M L 2%Happrox. 25pF
Vertical Modes CH1, CH2, DUAL (CHOP, ALT), ADD, CH2Z INV
Chop Fregquency Approx. 250kHz
Dynamic Range GOS-6051/6050:8 div at 40MHz, 6div at 5S0MHz; GOS-6031/6030:8 div at 20MHz, 8div at 30MHz
HORIZONTAL Sweep Time 0.2 » sidiv ~ 0.5s/div, 20 steps selectable in 1-2-5 sequence, continuous varable control between
SYSTEM steps atleast1 :25
Accuracy T 3%, t 5% atx5/x10MAG, * 8% at x 20MAG
Sweep Magnification x5, x10, x20 MAG
Maximum Sweep Time GOS-6051/6050 : 20ns/div (10ns/div are uncalibrated)
{at MAG) GOS-6031/6030 : 50ns/div (10ns/div ~ 40nSidiv are uncalibrated)
ALT-MAG Function Available
TRIGGER Trigger Mode AUTO, NORM, TV
Trigger Source VERT-MODE, CH1, CH2, LINE, EXT
Trigger Coupling AC, HFR, LFR, TV-V(-), TV-H(-)
Trigger Slope “+" or "« " polarity
Trigger Sensitivity GOS-B051/6050 20Hz ~ 5MHz SMHz ~ 40MHz A0MHz - S0MHz
-5031/8030 20Hz ~ 2MHz 2MHz ~ 20MHz 20MHz ~ 30MHz
CH1, CH2 0.5div 1.5 div 2.0 div
VERT-MODE 20diw 3.0div 3.5 div
EXT 200my 800mY 1V
TV sync pulse more than 1 div (CH1, CH2, VERT-MODE) or 200mV (EXT}
External Trigger input Input impedance: Approx. 1M (3//25pF (AT coupling);Max. input voltage 400V{DT+AC peakjat tkHz
Hold-off Time Variable
X-Y OPERATION Input X-axis ; OH1 ; Y-axis : CH2
Sensitivity ImVidiv ~ 20Vidiv
Bandwidth X-axis : DC ~ 500kHz (-3dB)

3 or less from DC to 50kHz

OUTPUT SIGNAL

CH1 Signal Output
Calibrator Output

Voltage : approx. 20mV/div {with 50 {1 terminated) Bandwidth : 50Kz to at least SMHz
Voltage : 0.5V 3% ; Frequency : approx. TkHz, square wave

CRT READOUT

Panel Setting Display
Panel Setting Save & Recall
Cursor Measurement
(GOS-6051/6031)

Frequency Counter

CH1/CH2Z sensitivity, sweep time, trigger condition

10 sets (for GOS-6051/6031)

Cursor measurement function @ AV, AT, /AT

Cursor resolution : 1/25 div ; Effective cursor range : vertical : + 3 div ; Horizontal : + 4 div
Display digits : Max. 6-digits decimal

Frequency range : GOS-6051 : 50Hz ~ S50MHz GOS-6031 : 50Hz ~ 30MHz ; Accuracy: & 0.01%

(GOS-6051/6031) Measuring sensitivity :more than 2 div
(measuring source selected from CH1 or CH2 as synchronous signal sources)
POWER SOQURCE AC 100V/120V/230VE 10%, 50/60Hz
ACCESSORIES Instruction manual x 1, Power cord x 1, GLF-190C Probes (10:1/1:1)x 2
DIMENSIONS & WEIGHT 275(W) x 130(H) x 370(D) mm; Approx. 7.2kg

ORDERING INFORMATION

GOS-6051 S50MHz, Analog Oscilloscope with Cursor Measurement and Frequency Counter
GOS-6050 S0MHz, Analong Oscilloscope
GOS-8031 30MHz, Analog Oscilloscope with Cursor Measurement and Frequency Counter
GOS-6030 30MHz, Analong Oscilloscope

Option
Opt. 01 GTC-001 Instrument Cant, 450(W)x430(D ymm
Opt. 02 GTC-002 Instrument Cart, 330(W)x430(0 )ymm

Capitale Sociale 50.000 € interamente

versato
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IMPULSOMETRO IMPULSOGRAFO

L'interfaccia Impulsometro impulsografo consente il collegamento di un
oscilloscopio alla linea telefonica cosi da poter visualizzare, misurare
(Impulsometro) ed eventualmente stampare (impulsografo) gli impulsi della
selezione decadica nelle linee telefoniche.

L'interfaccia & dotata di due connettori telefonici RJ standard un per la
connessione alla linea telefonica e l'altro per i | collegamento di un
eventuale apparecchio telefonico. Inoltre € presente un connettore BNC
femmina per il collegamento dell'ingresso dell'oscilloscopio.

Il commutatore INVERSIONE LINEA consente la commutazione della linea
telefonia da effettuarsi in fase di misura per prevenire attenuazioni di
segnale dovuti a loop di massa.

Collegamento

Connettere la linea telefonica al connettore LINEA TELEFONICA
Connettere I'eventuale apparecchio telefonico al connettore TELEFONO

Collegare I'ingresso di un oscilloscopio al connettore USCITA OSCILLOSCOPIO

Utilizzo

Dopo aver composto un numero sull'apparecchio telefonico sara possibile visualizzare sullo schermo dell’'oscilloscopio
la forma degli impulsi relativi. La base dei tempi dell'oscilloscopio dovra essere regolato per 100 oppure 50 oppure 20
ms/cm L’amplificatore verticale dovra essere regolato per 10 o0 20 o 50 v/cm ( a seconda del livello del segnale di

linea).

Memorizzazione

La memorizzazione degli impulsi sara possibile tramite I'uso della funzione memoria di un oscilloscopio digitale
eventualmente utilizzato. (Disponibile a richiesta)

Stampa

La stampa degli impulsi sara possibile utilizzando la funzione stampa dell oscilloscopio digitale se utilizzato.

Sara possibile effettuare misure anche mediante I'uso di un oscilloscopio analogico ma non sara in questo caso
consentita la memorizzazione o la stampa

ANALIZZATORE PER RETI LAN TESTER CON RIFLETTOMETRO.

Strumento non certificatore completo di funzionalita TDR

Misura su cavi metallici COPPIE E CAVO COASSIALE.

Dimensioni: 5.5” x 3.25” x 1" (139.7 x 82.5 x 25.4 mm)

Alimentazione : batteria 9 V

Display: custom LCD, 1.75” x .85"

Applicationi shielded (STP) e UTP cable; 75 o 50 Ohm Coaxial cable; 10 Base-T or 10/100 Base-T networks

Main tester interface: modular 8 connector for length, 10/100 link identification, wire map, office identifier, toner; loopback
interface: module 8 connector used for patch cable wiremap

Length measurement: measures length on all 4 pairs and displays in feet or meters; +4% or +2 ft whichever is greater,
max length 1500 ft (457 m)

Length calibration: user selectable NVP, NVP calculation based on known cable length (min. length 50 ft (15 m) and
max. length 1500 ft (457 m)

Wiremap and Office/ldentifier:  faults detected: Opens, Shorts, Reversed pairs, Swapped pairs, and Split pairs, distance
maximum length: 656 ft (200M)

Office Identifier: 6 passive test plugs attached to far end (identified as #1-3 and #5-7); distance maximum length 656 ft
(200 mm)

Toner frequency: user may select 1 Of 4 predefined tone sequences

Toner Interface: main Mod8 port for tone generation on all 4 pairs.

Ground jack provided for grounding MicroScanner Pro during trace operations.

High voltage input/protection:  the test interface withstands input hazard conditions that arise from normal telephone interfaces (48 VDC at less
than 80 mA) or 24 VAC power used to power many telephone keysets.

Capitale Sociale 50.000 € interamente Registro Imprese: MI 146-167523 - R.E.A. 752143uniéro Meccanografico: MI040440
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ANALIZZATORE DI SPETTRO

Capitale Sociale 50.000 € interamente

versato

\X

GSP-810 (150kHz~1GHz)

FREQUENCY

Frequency Range 150kHz~1GHz

Aging Rate £10ppm, 0~50" C, 22ppmiyr

Span Range Zaro, 2kHz~ 100MHz/div in 1-2-5 sequence

Phase Noise -TTdBeMz @ 1GHe 30kHz offset

Frequency Resolution 1kHz CF. antry 40Hz sweep resoiution at
2xHzidv

Frequency Display 6 112 digit setting

Frequency Control Digital phase locked

RESOLUTION BANDWIDTH

REBW Range 3kHz, 30kHz, 220kHz, AMHz

RBW Accuracy 15%

Video Bandwidth Range 1.6xHz/00kHz couple with RBW

AMPUTUDE

Measurement Range -100dBm~+204Bm

Overload Protection +30dBm continuous, X25VDC

Reference Level Range  -30dBm-~~+20dBm

Amplitude Display Range 75d8

Amplitude Accuracy 1 1.5d8B typical @ OdBm, BOMHz

Frequency Flatness % 1.5dB over 100MHz, * 2.5dB typical over
entire band/3 3dB:1 S0kHz~10MHz

Amplitude Level Linearity £ 1.5d8B over T048

* RS-232C Interface and Software to get Trace from GSP-810to PC
* Options: Tracking Generator, Power Meter, Romote Control Software

Demodulator WB FM, 120&Hz deviation

MB FM, 758kHz deviation

f:& FM, 30kHz deviation

Outputs : Intemalspeaker, 3.5mm sereo ad,

wired for mono oparaton
Calibrate Signal 80MHz, -30dBm
interface RS-232C standard & renote display software

{The software will be downloadad from GW Wad-Site.)
POWER SOURCEAC 100V 120V 220V 230V £ 10%, 5080Hz
ACCESSORIES Instruction manual x 1, Power cord x 1

DIMENSIONS & WEIGHT 310(W) x 150{H) x 455(D) mm, Approx. 8.5k

ORDERING INFORMATION

GSP-810 1GH2 Spectrum Analyzer
OPTION

Opt. 01 TRACKING GENERATOR

Frequency Range 150kHz ~ 1GHz
Amplitude Range O~ =50dBm
Amplitude Resolution 1d8

Amplitude Accuracy
Aftenustion Accuracy
Amplitude Flatness
Harmonics

4148 @ 0 dBm, 50 MHz

Z908 @ 50 Mz

&108B @ 10 MH2/DIVE 1. 56BEH0B, entire band
< 30 dBe (<-25082, 150xHz ~ 10MHz)

DYNAMIC RANGE
Average Noise Floor -548m @30kHz RBW, -100dBm typical /
-753Bm: 150kHz~ 10MHz

<-TOdBe, @-40dBm input, 2Hones, 2MHz apart/
< SAB O 150k Hz~ 10MHZ

<-4 (dBe, RF input < ssladad referance
<850dBc typical down fom referance lewel,
average, SMHzidv

Third Inter-Modulation

Hamonic Distortion
Non-Harmonic Spurious

DISPLAY SYSTEM
Display Device CRT Display, 8 x 10 graticule, S-inch
waveform scresn
LCD Display, 4 line x 20 charader data soresn
Display Function Center Fraquancy Control, Bandwidth,
Referance Lowsl, Span Rangse, Ampitude
FUNCTIONS
Marker Mode Absolute, reative, P->marker, maker-soanisr
Number of Markers 2
Marker Resolution 0.1dB, 1kHz
Marker Accuracy 0.1dB & ampiude accuracy
Nemory 8 memonse of sawsirecall
Trace Max. hold, average(2~32 traces), feeze(Hold)
Setup Access parameters

Reverse Power < +30 dBm

Imped. 500 nominal
Return Loss < 1048 (VESWR < 2}
Connector Type Nfemale

Opt. 02 POWER METER
Frequency Range
Power Level Range
Power Level Overload
Return Loss
Readout Resolution

10MHZ ~ 2 GHz, usable 10 2.7GH2
~20dBm ~ +23 dBm, usabie © +30 dBm
+40 dBm < 10% duty oycle, < 10 mS duration
< 1:1.35 VEWR ino 50 ohwns, <« 1:125 typical
02 mW, X0 mW scale, 2 uW, 1mWscale;
0108, Log scale
Accuracy +{10% rdg & 1digY)
Readout mW ordBm
Opt 03 REMOTE CONTROL SOFTWARE
Connectng PO  get e trace and provide he control for sating
OPTIONAL ACCESSORIES
ADP-001: Adapior, BNOWF) ~ N{PIM)
ADP-002: Adaptor, SMAIF ) ~ NP/
ADP-101: Adapter BNC{JF) 750 ~ BNOIPM) SO0
ATN-100: 1048 Atenuator, N{J) ~ N{P)
GAK-001: Terminaton 5000, N{P)
GAK-002: Capwith chain, N(P)
ATA-001: BNC Anenna
GTL-301: Therefors cable assembly (RG223, N(P), 1000mm)
GTL-302: Thersefors cable assembly (RG223, N(P), 300mm)
GTL-303: Tharelore cable assamtily (SMA(P), RD31§, 800mm)
GTL-304: Therefore cabie assembly (RG223, N(PI-N(), 300mm)
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